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BETA MAXI A2
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Machine Info:
The Beta Maxi A2 machine is the same as 
the Beta Maxi but with a larger A2 sized 
heat plate and table. 

The Beta Maxi A2 is a technologically 
advanced manual heat press only 
supplied to special order. It benefits from 
a high quality cast aluminium frame and is 
ideal for most users. 

The swing-head operation gives a perfect 
view of the transfer and garment allowing 
accurate and easy application, along with 
safety of operation.

Fitted with our unique advanced 
computerised controller to accurately 
monitor both temperature and time.
Pressure adjustment is by a fingertip 
control knob making this machine ideal 
for both light and heavy pressure 
requirements.

The Beta Maxi A2 is a manually operated 
heat press for transfer printing and 
material fusing. It is ideal for medium 
volume production.

Functionality meets large capacity

Extends the functionality of the Beta Maxi with a large A2 sized table 

Beta Maxi

A2

3 kW
230 Volts AC

110 cm

120 cm

16 A
<70 dB(A)

Machine width..................................................................
Machine width, loading...................................................
Machine depth.................................................................
Machine depth, loading..................................................

70 - 235°CWorking temperature................................................
Display timer range.................................................0 - 9.59 min

94 cm

89 cm

57 Kg
50 Kg

42 cm x 61 cm

Work area required........................
Gross weight....................................................................
Net weight........................................................................
Press pad dimensions........................................
Fuse....................................................................................
A-weighted noise level..............................................

120(D) x 110(W) x 64(H) cm

Power consumption...........................................................
Power supply.........................................................

Machine height closed.....................................................
Machine height open........................................................65 cm

35 cm

Optional Tables:
15.3 cm x 15.3 cm,20.5 cm x 20.5 cm 
25.4 cm x 25.4 cm, 30.5 cm x 30.5 cm
30.5 cm x 15.3 cm, 38 cm x 15.3 cm
38 cm x 38 cm, Optional Umbrella table

3 kW
230 Volts AC

Power consumption.......................................................................................
Power supply

0.5 cm
30.5 cm
.3 cm
ella table

Digital controller Quick release head 240 V mains operation Fingertip pressure control

Features:
• Swing-head operation for a clear view of the working area.
• Safety release catch.
• Fingertip pressure control.
• LED digital microprocessor control.
• LM6 cast aluminium construction for strength and durability.
• Self adhesive silicone base pad.
• Thermal cut out on the heating element if the temperature exceeds 235ºC +/- 15ºC.
• Manufactured and tested to comply with EC safety regulations. CE labelled.
• Lifetime heat element guarantee with 12 month warranty on machine.
• Full service/ spares support.
• Manual supplied illustrates electrical wiring diagrams, exploded diagram and parts list.
• Full safety instructions.


