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Machine Info:
The Beta Swift is a compact, table top, 
manually operated clam press, featuring a 
13 cm x 9.5 cm (5.25 in x 3.75 in) press base 
and a Mica heating element.
Widely used in the laundry industry, in 
conjunction with the Adkins Labelling 
System, to permanently heat fix laundry/ 
naming labels to laundry items.
In recent years, this product has proved 
popular in Care Homes and the Education 
system, with many school PTAs investing in 
this equipment to be able to offer a 
chargeable labelling solution to their 
pupils parents.
The LM6 cast aluminium frame ensures the 
consistently high pressure required to 
deliver deep adhesive penetration, which 
results in excellent label adhesion to the 
item.
Other features include digital temperature 
and timer control, on/ off switch and 
automatic countdown timer to audible 
alarm.

Ideal for tight work areas or laundry rooms

The Beta Swift is supplied with a versatile 13.5 cm x 9.5 cm table 

Beta Swift
0.5 kW

230 Volts AC

3.15 A
<70 dB(A)

Machine width.................................................................
Machine depth................................................................

70 - 235°CWorking temperature...............................................
Display timer range................................................ 0 - 9.59 min

23 cm
47 cm

14 Kg
10 Kg

13.5 cm x 9.5 cm

Work area required..........................
Gross weight....................................................................
Net weight........................................................................
Press pad dimensions...................................
Fuse................................................................................
A-weighted noise level.............................................

23(W) x 61(H) x 43(D) cm

Power consumption.......................................................
Power supply........................................................

Machine height closed....................................................
Machine height open.......................................................61 cm

28 cm

Features:
• Supplied table: 13.5 cm x 9.5 cm (5.25 in x 3.75 in).
• LED digital microprocessor controller.
• LM6 cast aluminium construction for strength and durability.
• Self adhesive silicone base pad.
• Adjustable pressure pad to ensure correct pressure settings.
• Minimal space requirement.
• Manufactured and tested to comply with EC safety regulations. CE labelled.
• 12 month warranty on machine and Mica heating element.
• Full service/ spares support.
• Manual supplied illustrates electrical wiring diagrams, exploded diagram and

parts list. Full safety instructions.
• Thermal cut out on the heating element shuts off power to the elements if the

temperature exceeds 235ºC +/- 15ºC.
e
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